


 

 1

Compressor 36646/Versie 02.2006 



 

 2

TABLE OF CONTENTS ENGLISH 
1. Prefatory notes      page 25 
2. Safety instructions page 26   
3. Warnings page 27  
4. Specifications page 29  
5. Parts and features page 29   
6. Installation and assembly page 30 
7. Operating procedures page 32 
8. Maintenance page 32 
9. Storage page 34 
10. Troubleshooting guide page 34       
 
1. PREFATORY NOTES 
Buying your AIRPRESS compressor installation, you have become the owner of a 
compressor installation with a high performance and reliability level. Correct use 
and regular maintenance will increase the life of the compressor. 
 
In this manual you will find operation and maintenance instructions. Read it 
carefully and keep it as a guide to your compressor. 
 
The compressor has been built to supply compressed air. In particular the 
appliance cannot be used to produce air to be breathed by humans or used on 
direct contact with foodstuffs. The appliance must be used only for the purpose for 
which it was specifically designed. All other uses are to be considered incorrect 
and therefore unreasonable. The manufacturer cannot be held responsible for any 
damage resulting from improper, incorrect or unreasonable use. This machine is 
not suitable for external installation. 
 
Legend (page 1) 
Model changes reserved. 
 
A = front C = side 
B = back D = bottom 
 
A1 handle  B3 hose real  
A2 outlet pressure gauge B4 utility hook 
A3 regulator B5 storage      
A4 quick connect  C1 oil fill tube 
A5 wheels  C2 removeable cover 
A6 pressure switch      C3 pump 
A7 safety valve    C4 oil sight glass 
A8 tank pressure gauge D1 tank 
B1 air intake filter D2 condensate drain valve  
B2 cord real          
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2.0  SAFETY INSTRUCTIONS       
 
Important: please read and observe the following safety instructions before 
using the machine. 
 
• Nobody must be allowed to use the compressor unless they have read the 

instruction manual and have been instructed in the regulations to follow for 
correct and safe use. 

• The machine must be used by adults only. Use of the compressor by 
apprentices of not less than 16 years of age must be supervised by an adult 
authorised to use the machine. 

• Keep children and visitors away from the working area. 
• Be cautious when using compressed air. Never aim the air flow at people or 

animals. Do not use compressed air to clean clothing. 
• Compressed air is not suitable to inhale. 
• Do not wear loose clothing or neckties that can get caught in moving parts. 

Preferably wear safety goggles, nonslip footwear and wear protective hair 
covering to contain long hair. 

• Only use the compressor outside in dry, well-ventilated surroundings and do not 
expose the machine to rain. 

• The compressor should be placed in such way that all points, destined to carry 
it will really do so. Take also care of a horizontal position.  

• This machine is not fit for continuous running, but service for 30% per 60 
minutes. 

• The working parts of the machine can become hot during operation. Let the 
machine cool down after use. 

• Keep your work area clean and well lighted.   
• Do not use the machine in areas where fumes from paint, solvents or 

flammable liquids pose a potential hazard. 
• Do not exceed the maximum operating pressure and only use the machine in 

an ambient temperature between +5ºC and +40ºC. 
• Never attempt to tamper with the protections of the machine or to operate the 

machine without these.             
• After each use the tank must be vented and the moisture collected in the tank 

must be bled. Not bleeding the tank can lead to leakage and may cause a 
dangerous situation. 

• Check that the electric circuit is adequately protected and that it corresponds 
with the power, voltage and frequency of the motor. Check that there is a 
ground connection and a regulation differential switch upstream. 

• Use cables with an adequate section and avoid use of free and inadequately 
insulated connections.  

• Never open the pushbutton box on the motor. Should this be necessary, 
contact a qualified electrician. 

• Make sure that the machine and the cable never come in contact with water. 
• Treat the power cable with care. Do not attempt to move the machine by pulling 

the cable. Do not yank the cable to unplug it; keep the cable away from 
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excessive heat, oil and sharp objects.                       
• Never leave the machine unattended with the power supply "on". Also 

disconnect the power cable when: 
-  you leave the machine, even for a short time 
- not in use 
- carrying out maintenance work 
- changing attachment or moving the machine.         

• WARNING: the warnings, cautions and instructions discussed in this 
instruction manual cannot cover all possible conditions and situations that 
may occur. It must be understood by the operator that common sense and 
caution are factors which cannot be built into this product, but must be 
supplied by the operator. 

• Only those persons who are aware of how to use the compressor by having 
read this manual, should use the machine. Injudicious use may cause danger. 

 
Danger plates 
The plates fitted on the compressor unit are part of the machine; they have been 
applied for safety purposes and must not be removed or spoiled for any reason. 
 
CAUTION 
The air compressor should be operated on a dedicated 16 amp circuit.  
Always use more air hose before utilizing extension n cords. All extension 
cords used must be 1,5 mm2  with a maximum length of 10 meters. The 
circuit fuse type must be a time delay. Low voltage could cause damage to 
the motor. 
 
 
3. WARNINGS 
Failure to comply with instructions in this manual could result in personal 
injury, property damage, and/or voiding of your warranty 
 
Following the instructions in this manual will provide a longer and safer service 
life for your air compressor. 
 
TO REDUCE THE RISK OF FIRE OR EXPLOSION, NEVER SPRAY 
FLAMMABLE LIQUIDS IN A CONFINDED AREA.  
It is normal for the motor and pressure switch to produce sparks while operating. 
If sparks come into contact with vapours from gasoline or other solvents, they, 
may ignite causing fire or explosion. Always operate the compressor in a well-
ventilated area. Do not smoke while spraying. Do not spray where sparks or 
flame are present. Keep compressor as far from spray area as possible. 
The solvents Trichloroethane and Methylene Chloride can chemically react with 
aluminium used in paint spray guns, paint pumps, etc, and cause an explosion. 
If you are using these solvents, use only stainless steel spray equipment. This 
does not affect your air compressor, but may affect the equipment being used. 
Do not weld on the air tank of this compressor. Welding on the air compressor 
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tank may reduce the tank's strength and cause an extremely hazardous 
condition. Welding on the tank in any manner will void the warranty. 
 
Check the manufacturer's maximum pressure rating for air tools and 
accessories. Compressor outlet pressure must be regulated so as to never 
exceed the maximum pressure rating of the tool. 
 
High temperatures and moving parts are present under the shroud. To prevent 
burns or other injuries, DO NOT operate with the shroud removed. Allow the 
compressor parts to cool before handling or servicing. 
 
Be certain to read all labels when you are spraying paints or toxic materials, and 
follow the safety instructions. Use a respirator mask if there is a chance of 
inhaling anything you are spraying. Read all instructions and be sure that your 
respirator mask will protect you. 
 
Do not adjust the pressure switch or relief valve for any reason. Doing so voids 
all warranties. They have been pre-set at the factory for the maximum pressure 
of this unit. 
 
Pull the pressure relief valve ring daily to ensure that the valve is functioning 
properly, and to clear the valve of any possible obstructions. 
Fasten the compressor down securely if transporting is necessary. Pressure 
must be released from the tank before transporting. 
 
Protect the air hose and electrical cord from damage and puncture. Inspect 
them weekly for weak or worn spots, and replace if necessary. 
 
DISCONNECT POWER AND RELEASE ALL PRESSURE FROM THE 
SYSTEM BEFORE ATTEMPTING TO INSTALL, SERVICE, RELOCATE OR 
PERFORM ANY MAINTENANCE. 
 
 
GLOSSARY 
 
Cut-in Pressure: The air compressor will automatically start to the tank when 
the pressure drops below the prescribed minimum. 
Cut-Out Pressure: The point at which the motor stops when the tank has 
reached maximum air pressure, 
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Cleaning Air Filter 
To clean the air intake filter, be sure to do the following:  
1. Turn the unit off and unplug the power cord from the receptacle. 
2. Allow the compressor time to cool if it has been in operation.  
3. Open the drain valve to bleed all air from the tank. After the tank is empty, 

close the drain valve. 
4. Remove the outer cap from the air intake filter assembly. 
5. Remove the 'filter from the inside of the assembly. 
6. Wash the filter in warm soapy water to remove any dirt or debris. 
7. Dry the filter before re-inserting into the assembly. 
8. Return the filter to the assembly and replace the outer cap. 
 
Checking Valves 
1. Pull ring on the tank safety valve and allow  to return to its normal position. 

The valve must be replaced if ii cannot be actuated or if it Is leaking air after 
returned to its normal position. 

2. Drain any moisture from tank by opening e drain valve located on the bottom 
side of the tank. Once all moisture and built up air pressure is released from 
tank. re-tighten drain valve. If valve will not close, this valve must be 
replaced. 

 
 
9. STORAGE 
For storing the air compressor, be sure to do the following:  
1. Turn the unit off and unplug the power cord from the receptacle. 
2. Remove all air hoses. accessories, and air tools from the air compressor. 
3. Perform the daily maintenance schedule. 
4. Open the drain valve to bleed all air from the tank. 
5. Close the drain valve. 
6. Store the air compressor in a clean and dry location. 
 
 
10. TROUBLESHOOTING GUIDE 
 
WARNING 
The air compressor should be turned off and unplugged from the power source 
before any maintenance is performed as well as the air bled from the tank and 
the unit allowed time to cool. Personal injury could occur from moving parts, 
electrical sources, compressed air or hot sufaces. 
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Problem Possible Correction 
Air leaks at the check 
valve or at the 
pressure relief valve. 

A defective check valve results in a constant air leak at the 
pressure release valve when there is pressure in the tank 
and the compressor is shut off. Drain the tank, then 
remove and clean or replace the check valve. 

Air leaks between 
head and cylinder. 

Be sure of proper torque on head bolts. If leak remains, 
contact a service technician. 

Air leak from safety 
valve. 

Operate the safety valve manually by pulling on the ring. If 
the valve continues to leak when in the closed position, it 
should be replaced. 

Pressure reading on 
the regulated pressure 
gauge drops when an 
accessory is used. 

If there is an excessive amount of pressure drop when the 
accessory is used, replace the regulator. 
 
NOTE: Adjust the regulated pressure under flow conditions 
(while accessory is being used). It is normal for the gauge 
to show minimal pressure loss during initial use of the tool.

Excessive tank 
pressure. 

Move the Auto-On/Off lever to the Off position. If the unit 
doesn't shut off, unplug it from the power source and 
contact a service technician. 

Motor will not start. Make sure power cord is plugged in and the switch is on. 
Inspect for the Proper size fuse in your circuit box. If the 
fuse was tripped reset it and restart the unit. If repeated 
tripping occurs; replace the check valve or contact your 
service technician.

Excessive moisture in 
the discharge air. 

Remove the water in the tank by draining after each use. 
High humidity environments will cause excessive 
condensation. Utilize water filters on your air line. 
 
NOTE: Water condensation is not caused by compressor 
malfunction. Be sure thecompressor's air output is greater 
than your tool's air consumption rate. 

Air leaks from the tank 
body or tank welds. 

Never drill into weld or otherwise modify the air tank or it 
will weaken. The tank can rupture or explode. Compressor 
cannot be repaired. Discontinue use of the air compressor.
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Danger plates 
The plates fitted on the compressor unit are part of the machine; they have been 
applied for safety purposes and must not be removed or spoiled for any reason. 
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Vorstvrij opstellen 
Frostfrei aufstellen 
Frost-proof installation 
Installer à l’abri du gel 
Instalacion a prueba de heladas 

 
 
 
 
 

Pas op voor hete delen 
Heisse Teile 
Beware of hot parts 
Faites attention aux pièces chaudes 
Tenga cuidado con las piezas calientes 

 
 
 
 
 
 

 
Regelmatig oliepeil controleren 
Regelmäßig Ölstand kontrollieren 
Regularly check oil level 
Contrôler régulièrement le niveau d’huile 
Controlare regularmente el nivel de aceite 

 
 
 
 
 

 
Regelmatig condenswater aftappen 
Regelmäßig Kondenswasser ablassen 
Regularly drain condensation water 
Vidanger régulièrement l’eau de condensation 
Elimine regularmente el agua de condensación  

 
 
 
 
 

Machine met automatische start: pas op voor 
draaiende onderdelen 
Maschine mit selbsttätigem Anlauf: vorsicht vor den 
bewegenden Teilen 
Machine with automatic start: beware of moving parts 
Machine à démarrage automatique: faites attention 
aux pièces rotatives 
Maquina con arranque automatico : esté atento a las 
piezas giratorias 

 Gevaarlijke elektrische spanning 
Gefährliche Stromspannung 
Dangerous electric voltage 
Tension électrique dangereuse 
Tension electrica peligrosa 

 
 
 
 
 

Bij voorkeur gehoorbeschermer dragen 
Tragen Sie vorzugsweise einen Gehörschutz 
Protect the hearing 
Prenez des mesures de protection auditive 
Adopte medidas de protection auditiva 

 EC-declaration of conformity 
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EC-declaration of conformity 
We, Airpress, P.O. Box 114, 8900 AC Leeuwarden, The Netherlands, taking full responsibility, 
declare that the products 
 
compressors LHR 215/5 
 
to which this declaration refers, comply with the machinery directive 98/37/EC, the EMC 
directive 89/336/EC, the low tension directive 73/23/EC and the directive 2000/14/EC. 
The Netherlands, Leeuwarden, 28th July 2005 
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We, Airpress, P.O. Box 114, 8900 AC Leeuwarden, The Netherlands, taking full responsibility, 
declare that the products 
 
compressors LHR 215/5 
 
to which this declaration refers, comply with the machinery directive 98/37/EC, the EMC 
directive 89/336/EC, the low tension directive 73/23/EC and the directive 2000/14/EC. 
The Netherlands, Leeuwarden, 28th July 2005 
 
 
 
 
 
 
 
 
 
 
 
J.H. de Vries 
Directeur/Geschäftsführer/Managing director/dDirecteur général/Director gerente 
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